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of all of the workers who use the 
unit.

3.   If the motor is not running, check the electrical plug, the 
circuit breaker or fuse, and the wiring to the motor.

4.  The hydraulic oil level may be low. In order to check the 
level, lower the unit completely and unplug the power 
cord. Remove the rear cover on the unit. When the 
platform is lowered as far as possible, the oil should 
be about 1/2’’ to 3/4’’ inch below the top of the tank. 
Remove the red plastic plug on top of the tank. Use 
a dipstick to check the oil level.

5.  The motor voltage may be too low. Check the voltage at 
the starter when the motor is under load. The supply 
voltage should be within ±10% of the rating.

6.  The tank vent may be plugged.  Before operating the 
unit, you must remove the solid plug from the top of 
the tank and insert the red plastic vented plug. The 
vent line must be clear.

7.  The suction fi lter may be clogged. Clean the suction 
filter as described in the section on “Periodic 
Maintenance.”

8.  A vacuum leak may be allowing air into the suction line, 
causing cavitation (loss of suction) in the pump. Check 
all fi ttings in the suction line, and tighten or replace 
them if necessary.

CAUTION!
If cavitation  is allowed to continue, 
the pump may be damaged, and may 
have to be replaced.

9.   For the platform to raise, the down valve must be 
de-energized and closed completely. Check for a 
problem with the wiring to the down valve. Check the 
solenoid in the valve with a voltmeter. The valve must 
be clean and free to operate. To check this, remove 
the solenoid and then the valve. Look for dirt or metal 
chips which could block the valve action. Clean the 
valve plunger with kerosene, then blow it clean with 
compressed air. The expansion nut which holds the 
solenoid should be fi nger tight only).

10. If the pump has been changed, the coupling may not 
have been installed between the motor and pump. 
See the pump assembly in Fig. 8.

If the platform elevates, but fails to hold a 
load:

1.   The check valve may be leaking. Dirt on the valve seat 
can prevent the valve from closing fully. The check 
valve is mounted in the base of the pump housing, 
as shown in Fig. 8. Remove the check valve cap and 
inspect the valve for dirt or metal chips which may be 
preventing it from closing. You may be able to restore 
the seal by lightly rapping the ball into the seat using 
a 1/4” diameter rod and a small hammer.

2.  The down valve may be energized. While the unit is 
holding a load, the down valve should be de-energized 
and fully closed. Check the solenoid in the valve 
with a voltmeter. The valve must be clean and free 
to operate. To check this, remove the solenoid and 
then the valve. Look for dirt or metal chips which could 
block the valve action. Clean the valve plunger with 
kerosene, then blow it clean with compressed air. 
The expansion nut which holds the solenoid should 
be fi nger tight only!

3.  The cylinder may be leaking.  Look for oil on the cylinder 
rod and in the vent line. (This may also occur if the 
oil tank has been over-fi lled.)  If you fi nd much oil in 
either place, and the tank is not over-fi lled, the cylinder 
must be repacked. See the section in this manual on 
“Repacking the Cylinder.” 

If the platform fails to lower:

1.   The sensor and refl ector for the photo eye toe guard 
are mounted at the front of the unit, near the fl oor 
level. There may be something blocking the beam of 
the photo eye. The refl ector may need to be cleaned 
or replaced.



PRESTO P4 LEVEL LOADER OWNER’S MANUAL      15

2.  The down valve may be de-energized. While the platform 
is lowering, the down valve should be energized and 
fully open. Check the solenoid in the valve with 
a voltmeter. The valve must be clean and free to 
operate. Remove the solenoid, then the down valve. 
Look for dirt or metal chips which could block the valve 
action.  Clean the valve plunger with kerosene, then 
blow it clean with compressed air. Before reassembly, 
depress the plunger manually several times to be sure 
it moves freely.   The  expansion  nut which  holds 
the solenoid should be fi nger tight only! If these steps 
do not solve the problem, please call the Presto Lifts 
Customer Service Department at (800) 343-9322.

Repacking the Cylinder

The lift in the P4 Level Loader unit may use several 
different types of cylinders. To order a repacking kit and 
receive repacking instructions, please call the Presto Lifts 
Parts Department at (800) 343-9322.  When ordering, 
specify the model number and serial number of the unit.

Adjusting the Chain Tension

It is very important that the lifting chain  be tensioned 
correctly. As the chain is used, it will tend to stretch a bit.  
Over time, this can cause it to loosen. The adjustment 
mechanism is located on the rear of the unit. See Fig. 
7.

1.   Lower the platform completely and unplug the unit. 
Remove the plate on the rear of the unit.

2.  Loosen the two locking bolts.

3.   Find the two tensioning bolts.  Loosen the locknuts so 
you can turn these bolts.

4.  Turn the tensioning bolts in or out to change the chain 
tension. The chain tension should be as tight as 
possible without lifting the platform off of the fl oor. 
The setting should be the same on each side of the 
mechanism.

5.  When the tension is correct, tighten the lock nuts.

6.  Tighten the two locking bolts.
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Ordering Replacement Parts
Presto Lifts has carefully chosen the components in your unit to be the best available for the purpose.  
Replacement parts should be identical to the original equipment.  Presto Lifts will not be responsible for 
equipment failures resulting from the use of incorrect replacement parts or from unauthorized modifi cations 
to the unit. 

Presto Lifts can supply all replacement parts for your lift.  With your order, please include the model number 
and the serial number of the unit.  You can fi nd these numbers on the name plate.  This plate is located on 
the lower corner of the right side panel.

To order replacement parts, please call the Presto Parts Department.  Parts are shipped subject to the 
following terms:

• FOB factory

• Returns only with the approval of our parts department.

• Credit cards preferred (except parts covered by warranty).

• Freight collect for truck (except parts covered by warranty).

• Freight – prepaid and invoice for small parcel shipments (except parts covered by warranty).

Parts replaced under warranty are on a “charge-credit” basis.  We will invoice you when we ship the replacement 
part, then credit you when you return the worn or damaged part.

Presto Parts Department
21 Park Street

Attleboro, MA 02703
Telephone: 800-343-9322

FAX: 888-788-6496

Email: service@PrestoLifts.com

Table 9 – Hydraulic Oil Specifi cations

If the lift will be used at normal ambient temperatures, Presto Lifts supplies the unit with 
Conoco Super Hydraulic 32 oil. This may be replaced by any other good quality oil with 150 
SSU at 100° F and rust and oxidation inhibitors and anti-wear properties. 

If the lift will be used at ambient temperatures below 0°F, use aircraft hydraulic oil. Use Type 
15 aircraft hydraulic oil. 

The following are equivalent to CONOCO SUPER HYDRAULIC 32: 

TYPE  MANUFACTURER 

AW32 .........................................CITGO

DTE 24  ......................................EXXON/MOBIL

NUTO H32  ...............................EXXON/MOBIL

AMOCO AW32  .......................CHEVRON (AMOCO CO.)

CAUTION! 
It is very important to keep the hydraulic oil free of dirt, dust, metal chips, water, 
and other contamination. Most of the problems with hydraulic systems are caused 
by contamination in the oil. 
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PARTS
Standard parts may be returned with a 20% restocking fee. Modifi ed or custom-engineered 
parts are not returnable.  Unfortunately, due to potentially concealed damage, all sales of 
electrical assemblies are fi nal.

QUALITY ISSUES
Should you feel there is a quality problem, please contact the seller to ask questions and 
gather information on how to rectify the issue.  Presto Lift Inc.  reserves the right to determine 
potential credits, as a result of factory defects, based on its inspection of the merchandise.

GENERAL
All products shipped from our factory have passed Quality Assurance inspection and testing.  
The carrier of choice has signed for, and accepted the product in new working condition.  The 
customer should inspect to ensure it is not received damaged, has no concealed damage or 
is not incomplete.  Parts orders are determined to be complete based upon Presto Lift, Inc. 
inspection sheets and carrier shipping weights.
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RETURN MATERIALS AUTHORIZATION
(RMA) PROCEDURES

Although Presto Lift, Inc. is not legally obligated to issue a credit for any merchandise, the 
RETURN MATERIALS AUTHORIZATION (RMA) PROCEDURE is provided as a courtesy to our 
customers in the event they do not receive what they wanted.

If a customer wishes to return a Presto Lift, Inc.  product, the fi rst step in the process is to 
request an RMA number from Presto Lift, Inc.’s Customer Service Department.  This request 
must be made on or before the thirtieth (30th) calendar day following the date of Presto 
Lift, Inc.’s invoice for the merchandise being returned.

The RMA number must appear on the outside of any packaging material for a return to be 
accepted and processed by Presto Lift, Inc.  Customers shipping returns back to Presto Lift, 
Inc. from the Continental US, Canada and Mexico have thirty (30) days from the eff ective date 
of the RMA to have the merchandise arrive freight prepaid at Presto Lift, Inc.  Returns from 
locations other than the Continental US, Canada and Mexico must be shipped within the 
thirty (30) day period to arrive Free On Board (FOB) at Presto Lift Inc as soon as practical.  If a 
customer believes Presto Lift, Inc.’s merchandise is defective, freight will be reimbursed to the 
original “Bill To” on the invoice if Presto Lift Inc. fi nds that the merchandise is defective.

Please remember that merchandise with RMA’s coming back to Presto Lift Inc. from the Con-
tinental US, Canada and Mexico will not be accepted by Presto Lift Inc. if the returned goods 
do not arrive freight prepaid at Presto Lift Inc. within the thirty (30) day eff ective period.

All credits issued are less restocking fees as applicable, plus any assessed outbound/inbound 
in-transit damages.

Return addresses:  please refer to your RMA for the address to which your product should 
be returned.

Presto Lift Inc.
715 Highway 77

Manila, Arkansas 72442

Telephone: 800-343-9322
Fax: 888-788-6496
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Presto Lifts Limited Warranty Policy
Presto Lifts warrants all of its products against defects in the welded structural frame and, if 
applicable, scissor legs from faulty material and workmanship for a period of fi ve (5) years from 
the date of invoice.

A lifetime limited warranty is provided for the Airstroke ActuatorTM in all pneumatic lifts against 
any defect due to faulty material or workmanship.

All batteries are covered under a separate limited warranty from the battery manufacturer for 
a period of one year from the date of invoice.

All other components have a limited warranty against defects in faulty material and workman-
ship for a two (2) year period from the date of invoice and 30 day limited warranty on labor. 
Please note that prior authorization from Presto Lifts is required on all warranty work.

There are no implied warranties of any kind, more specifi cally, there are no warranties of mer-
chantability or fi tness for any particular purpose. Presto Lifts’ sole warranty shall be as set forth 
in this limited warranty.

Presto Lifts will elect to repair or replace a defective component without charge, if any com-
ponents should become defective within the limited warranty period. Proof of purchase is 
required for warranty. The charge for shipping the defective component is the responsibility 
of the buyer and must be accompanied with an RMA number. The shipping charge to return 
the component to the buyer is the responsibility of Presto Lifts, Inc.

This limited warranty does not cover labor expense for removal or reinstallation of components 
after thirty days. This limited warranty shall not cover, among other things: damages resulting 
from foreign matter or water, failure to provide reasonable and necessary maintenance, and 
if applicable, use of product while charger is plugged into an AC outlet, or failure to follow 
operating instructions. The limited warranty is not valid for damage resulting from negligence, 
accident, unreasonable use, abuse or misuse, exceeding data plate capacities or altering the 
product without Presto Lifts authorization.

Presto Lifts expressly disclaims and excludes any liability for consequential, incidental, indirect 
or punitive damages or fi nancial loss to people or property resulting from any breach of war-
ranty or the operation or failure of this product.

Presto Lifts makes no representation that this product complies with local, state, or federal 
safety/product standards codes. Should this product fail to comply in any way with those codes, 
it shall not be considered a defect of materials or workmanship. Presto Lifts shall not be held 
liable for any damages resulting from noncompliance. It is the dealer’s responsibility to exercise 
this limited warranty. This limited warranty is provided to the original purchaser (defi ned as the 
original end user) and is nontransferable. This constitutes the complete and fi nal agreement 
involving Presto Lifts and limited warranty obligations for products.
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